
Dimensions and Specifications of 12
Distribution Boxes

Article Overview

12-way distribution boxes typically measure around 400-600 mm in height, 300-500 mm in width, and

120-200 mm in depth, depending on the model and enclosure type.

General Dimensions

o Height: Most 12-way distribution boxes range from 400 mm to 600 mm, accommodating 12 circuit breakers

or fuses and internal wiring space .

o Width: The width generally falls between 300 mm and 500 mm, allowing for proper spacing of components

and cable entries .

o Depth: Depth is usually 120 mm to 200 mm, sufficient for mounting DIN rails, busbars, and cable

management .

Mounting and Enclosure

o Mounting: These boxes are designed for wall mounting with pre-drilled holes or brackets. Some models

allow flush or surface mounting depending on installation requirements .

o Enclosure Type: Many 12-way boxes are rated IP65, providing protection against dust and water ingress,

suitable for indoor and outdoor industrial applications .

o Door Type: Options include single or double doors, often with lockable handles for safety and security .

Material and Construction

o Material: Typically made from sheet steel or high-quality ABS plastic, offering durability and resistance to

environmental factors .

o Cable Entry: Flexible cable entry points with knockouts or gland plates are provided for neat wiring and

strain relief .

Example Models

o Panasonic SPN DBs Double Door 12-Way Box (BQS112H): Features a double-door design, IP65 rating,

and compact dimensions suitable for low-voltage installations .

o QElectrik 12-Way IP65 Box: Compact industrial-grade box with secure electrical connections and flexible

cable management . These specifications provide a practical reference for selecting or installing 12-way

distribution boxes. For precise measurements, always consult the manufacturer's datasheet or product

catalogue, as dimensions may vary slightly between models and brands .
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JUNON V12 series Distribution box, also known as assembly box, switch box and distribution board, is a

complete set of equipment

Product Description distributors and 12 fuses. It is equipped with 12 SC adapters and can wo

Explore NEC-based standards, box dimensions, material guidelines, and installation precision in this complete

electrical junction box

This document provides specifications for various distribution boxes including dimensions, mounting sizes,

and number of ways. It

Metal Distribution Box Features Continuously welded seams Foam-in-place seamless gasket 120-degree

opening heavy-duty

VOL-II(TS) E12-IX- LT DB Page-6 of 9 General Technical Particulars for LT Distribution Boxes : - 1) The

L.T. Distribution Boxes

This document provides specifications for various types of plastic distribution boxes, including their

There are many specifications and models of Distribution box. The following are some

The Polylok Distribution Box is the most versatile box on the market today. You can choose what height of

Easy Installation of outgoings The design of the pan assembly facilitates the installation of outgoing devices.

Availability of mixing

Major Tech offers high quality flame retardant din rail distribution boards which are available in elegant flush

mount or surface mount

Industrial distribution box 12 modules Ref. 1312. IP65, IK08, 270 x 250 x 160 mm. With centring points and

quick-fastening stainless

Amphenol LTW M8 and M12 distribution boxes provide designers with versatile and reliable solutions for

connecting

Learn how to choose a distribution box and understand its internal structure, including MCBs, busbars, neutral

bars,
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BCH Distribution Boxes BCH offers wide range of compact, aesthetically appealing &amp; elegant

distribution boxes with unique user

DC Micro Style Distribution Boxes Four-pin, One Signal per Port Cable Connector Distribution Box

Eight-port DC Micro Distribution
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